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Тел/факс (495) 411-96-09 

Юридический и фактический адрес: 121357, г. Москва, ул. Верейская, д. 29, стр. 135. 
Почтовый адрес для переписки: 121357 Москва, а/я 61. 
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Производитель: Chipsun Technology Co., Ltd

Поставщик: ООО «НПП «Техно-ПАРК» - авторизованный дистрибьютор  
компании Chipsun Technology Co., Ltd

Научно-производственное предприятие ООО «НПП «Техно-ПАРК» 
разрабатывает и поставляет полосно-пропускающие радиочастотные 
фильтры на поверхностных акустических волнах (ПАВ) и устройства на их 
основе. «НПП «Техно-ПАРК» имеет собственную научную и 
производственную базу, а также  является авторизованным дистрибьютором 
компании  Chipsun Technology Co., Ltd
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DIP QUARTZ CRYSTAL OSCILLATOR

★ PARAMETERS

PARAMETERS SPECIFICATION

＝Frequency Range 0.4～200MHz

Supply voltage 1.8V、3.3V、5.0V

Input Current

TTL CMOS

0.5MHz ~ 24.999MHz 25mAmax 20mAmax

25MHz ~ 99.999MHz 40mAmax 40mAmax

100MHz ~ 200MHz 60mAmax 60mAmax

Frequency Stability Overall ±20ppm～±100ppm

Operating Temp. Range -10～+60℃ to -40～+85℃

Storage Temp. Range -55～+125℃

Output Load CMOS or TTL（15pF/1-10TTL）

Symmetry 45% ~ 55% typ. (40% ~ 60% max.) at 0.5×Vdc

Start-up time 10mS max

Rise & Fall Time 10nS max

Aging ±5ppm max/Year

☉All specification subject change without notice.

★ FREQUENCYSTABILITYVS.TEMPERATURE

Operation

Temperature

Range

Frequency Stability

±20ppm ±25ppm ±30ppm ±50ppm

-10℃~+60℃ ○ ● ○ ○

-20℃~+70℃ ○ ● ○

-40℃~+85℃ ●

● standard ○ available

★ DIMENSIONS& LAND PATTERN LAYOUT (Unit: mm)

Pin Connection

1
Tri-state or
no connect

2 GND

3 Output

4 VDC

4 Pin Version 20.7×13.2 mm
 ±20 ppm type available

 Excellent Reliability Performance
RoHS
2002/95/

EC
RoHS compliant

CHIP SUN TECHNOLOGY CO., LTD.
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★ PART NUMBER GUIDE e.g. FXO12.000M3.3F-50D (*F=Full Size，DIP14)

Logo Quartz Crystal Oscillator Frequency
Hz

Supply voltage
V Package Frequency Stability

ppm
Operating Temp.

Range

F XO 12.000M 3.3 F 50 D

Definition Description

Operating

Temperature Range

A：-10~+60℃
B：-20~+70℃
C：-30~+80℃
D：-40~+85℃
E：Customer specified

★ WAVE SOLDERING PROFILE

CHIP SUN TECHNOLOGY CO., LTD.


